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Position No./Part names Quantity

1 1

Canopy & Decal Installation

1.  Put the decals on the canopy.(Refer to Decal Installation for Mars)

2.  Congratulations!!! You have assmbled your very own Mars 480 !!

 

Canopy & Decal Complete Illustration

24

X

Y

X

Y

增加 LC06 墊片兩片 減少或不加 LC06 墊片  

Step30 Step30

(    Example)範例(    Example)範例

測試機體如提前達到最高風量導致機體前進時提早打舵，將使

直線測滾翻動作(側滾翻在正常的狀態下為一螺旋前進狀態)呈

現橢圓型狀態前進，此狀態需將上剪形臂做調整將可改善此情況

(調整方法如下)

測試機體如遲緩達到最高風量導致機體前進時遲緩打舵，此狀

態需將上剪形臂做調整將可改善此情況

(調整方法如下)

When you find your helicopter doesn't do good at rolling action, you could 
improve the condition by adjusting the mixing arm. You can adjust it as follows:

When you find your helicopter doesn't do good at rolling action and the cyclic 
phasing is made late, you could improve the condition by adjusting the mixing 
arm. You can adjust it as follows:

Mars canopy
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Optional 5cc bottle

Magic Lubricate Oil is included in the kit. 

You can use it on any moving or rotating 

parts after cleaning them.

Gazaur Magic Lubricate Oil

-

-
-

-

process.

Gazaur Magic Lubricate Oil is a newly developed dry coat
ing lubricant composed of special synthetic oil and solid 
polymer dispersed well-balanced in fluoro-solvent, which has 
low-level for global warming potential.
Compared with the same type of dry film lubricant, Gazaur 
Magic Lubricate Oil performs extremely well at cold resis
tance, and is compatible with plastics and rubber. Manufac
turing process can be greatly simplified by dipping all 
mechanical parts into Gazaur Magic Lubricate Oil, just 
one-process required, therefore contributes to total cost 
reduction. Also it is possible to apply it with a brush.

Advantage:
(1)Excellent for controlling the consumption of electric current 
at low temperature.
(2)Extremely safe for the environment, because of fluoro
solvent with zero ozone depleting potential (ODP) and has 
smaller of global warming potential (GWP).
(3)Excellent under extreme pressure, and protect 
metal/plastic contact, thereby it reduces friction.
(4)Little dispersion occurs, due to easily develop thin-coating 

Test Data:
Items                         Properties
Appearance           Milky White
Flash Point                        None
Specific Gravity       About   1.4

Principal Use:
It is highly suitable to provide lubrication and prevent stick slip 
at the metal on metal sliding parts and gears of precision 
instruments, especially required cold-resistance and low 
current electronic consumption properties.

Application:
Gazaur Magic Lubricate Oil, as it is liquid, easy to handle, will 
be formed uniform lubricant film quickly by dipping or 
brushing under various process conditions.
Gazaur Magic Lubricate Oil, previous oil removal from the 
surface of working objects is not always necessary. Apply the 
well-shaken Gazaur Magic Lubricate Oil by dipping or 
brushing. Film is formed instantly after it is applied

Note:
Tighten the cap after using to prevent evaporation, and store 
it in dark and cool place.
Above information is based on our own tests and working 
experience. We hope that it would be useful in your working 
conditions, but it does not always guarantee a success at 
work, since the conditions at users are out of our control.
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Decal Installation For Poseidon 480

Decal Installation For Mars 480
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1.Please get the experienced flyer to help you assembly, setup, test and fly.
2.Do not operate your RC helicopter in crowded areas . 
3.Please be responsible for flight safety.

1 2 3

If you find that the piroute speed is not constant, you can perform the following changes:

First, unscrew the set screw on the shaft. Move the tail shaft outward about 1~2mm. Drop some red thread lock and  screw the 
set screw firmly. A proper length adjustment 
can adjust the piroute speed of each side.

1 2 3

First, unscrew the set screw on the hub. Move the tail rotor hub outward 
about 1~2mm.

Drop some red thread lock and  screw the 
set screw firmly. A proper length adjustment 
can adjust the piroute speed of each side.1~2mm

1 2 3

Cut some of the the edge of the washout 
in the center hole to make it easy pull out.

Put the link ball on the 
washout.

Use hammer to hit the link ball, and this will 
make the new washout pull inside the hole 
of the tail pitch link.

WARNING for the beginners 

Flight Checklists And Notes 

T h e  t a i l  s l i d e r  p a r t s  i n s t a l l a t i o n
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Flight Checklists And Notes 

1
2

6

5

4 7

(Example)

! !Warning

Please read the notes in detail

 NOTICE: After finishing the kit assembly,

please refer to this page again for final adjustments.

1
Please check every parts if they are assembled properly and tighten well.Also, ensure the 

electronic devices are working properly.

( Check Before Each Flight )

252528

3

Important: 

To make sure everything is setup correctly.

At zero pitch (1), the mixing arms (2), flybar (3),

swashplate (4), and servo arms (5) should all be level;

also the floating ball (6) should be around the center 

position inside the rotor hub. Lastly, the swashplate (7)

should also be around the center position on the mainshaft.



Stator Diameter:  ....................... 22.0 mm 
Stator Thickness:  ...................... 13.0 mm
No. of Stator Arms: ................................ 9
No. of Magnet Poles: ............................. 6
Motor Kv: ......  4100 RPM / Volt (average)
No-Load Current (Io): .............  1.57 Amps
Motor Resistance (Rm) ............  31 Ohms

This motor is custom made for Gazaur demanding on 3D heli flying. 
With patented out-runner design, the working temperature will be maintained at ideal range.

New motor magnet is used for second generation Lingo-8,which is able to withstand temperatures 
of up to 200 degree C(392 F) while still providing N50 magnet strength.

 

Max Continuous Current  .........................................  55 Amps
Operating Voltage Range  ...................................  6 to 12 Volts
Max BEC Output  ..........................................  4 Amps @ 5.0 V
On Resistance ..................................................... 1.56 mOhms

This ESC is fully tested on Gazaur Mars and Poseidon RC Heli with very high performance.
BEC can run 3 mini-size servo (9g) for CCPM control, standard head-locking gyro, plus tail servo.

This BEC provides abundant current for servos during aggressive 3D Heli flying.
( Tested on Mars/Poseidon) 

CCPM servo tested: GWS Naro +F H/BB, Hitec 65MG
Gyro set tested: Futaba GY401 + Futaba 9650 servo/Hitec HS5245 servo/Hitec HS85MG servo

Gazaur Motor & ESCGazaur Motor & ESC

Lingo-8 Brushless motor for RC Heli

 Lingo 55 Amps Brushless Controller for RC Heli

www.gazaur.com
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